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EASTERN UNIVERSITY, SRI LANKA  
 
 
 
 
 

EASTERN UNIVERSITY, SRI LANKA  
Invitation for Bids (IFB)  

 

SUPPLY, INSTALL AND COMMISSIONING FOR SURVEILLANCE SYSTEM,  
EASTERN UNIVERSITY SRI LANKA  

 
PROCUREMENT NO.: EUSL/GSD/VS/2021 

 

The Chairman Department Procurement Committee on behalf of the Eastern University, Sri 
Lanka now invites sealed bids from interested eligible and qualified bidders for  

SUPPLY, INSTALL AND COMMISSIONING FOR SURVEILLANCE SYSTEM,  
EASTERN UNIVERSITY SRI LANKA  

 
1. Bidding will be conducted through the National Competitive Bidding Method (NCB). 

  
2. Interested bidders may obtain further information from the Senior Assistant 

Registrar/ General Service Division of EUSL & inspect the bidding documents up to 
02.04.2021 fro m 09.00 hours to 14.00 hour on working days at General Service 
Division , EUSL, Vantharumoolai, Chenkalady or downloaded from the website of the 
EUSL. Telephone Number: 065 - 2241518 
 

3. Qualification & Requirements  
1. Certificate of Business Registration 
2. Evidence to prove for the last two  years experience 
3. Bidder should have registered CIDA Registration of EM4 or above - Extra Low 

Voltage Installations (Data, Telecommunication and Security Systems, Public 
address systems, Pipe music systems (ELV)). 

 
5. A complete set of Bidding Documents in the English language may be purchased by 

interested bidders from the Senior Assistant Registrar/ General Service Division of 
EUSL Vantharumoolai, Chenkalady  on the submission of a written request along with 
the receipt for the payment of Rs. 4,000.00 per each document (Rupees Four thousand 
only ) made as non-refundable fee credited to any branch of the �3�H�R�S�O�H�·�V���%�D�Q�N to the 
A/C No. 227-100140000024 in favour of the �´�%�X�U�V�D�U���� �(�D�V�W�H�U�Q�� �8�Q�L�Y�H�U�V�L�W�\���� �6�U�L�� �/�D�Q�N�D�µ 
The document can also be downloaded from the official website of the EUSL, and pay 
the non-refundable fee to the bank account of the EUSL 

 
6. Bids in two copies indicate in Original & duplicate , must be delivered to the address 

given below on or before 2.00 pm on 05.04.2021. Late bids will  be rejected.  Bids will 
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be opened at the address given below soon after closing the time and the date of the 
bids in the presence of the bidders or their representatives who choose to attend. 

 
7. Bids shall be valid up to  77 calendar days from the date of closing of bids. All bids 

shall be accompanied by a Bid Security for an amount Rs. 90,000.00 obtained from any 
Commercial Bank operating in Sri Lanka approved by the Central Bank of Sri 
Lanka. Bid Security shall be valid up to  03.08.2021 

 
 

  
Chairman, 
Department Procurement Committee,  
Eastern University, Sri Lanka 
Vanthrumoolai, Chenkalady  
14.03.2021 
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   (a) if there is a discrepancy between the unit price and 
the line item total  that is obtained by multiplying the unit 
price by the quantity, the unit price shall prevail and the 
line item total shall be corrected, unless in the opinion of 
the Purchaser there  is  an obvious misplacement of the 
decimal point in the unit price, in which case the line item 
total as quoted shall govern and the unit price shall be 
corrected;  

   (b) if there is an error in a total corresponding to the 
addition or subtraction of subtotals, the subtotals shall 
prevail and the total shall be corrected; and 

   (c) if there is a discrepancy between words and figures, 
the amount in words shall prevail, unless the amount 
expressed in words is related to an arithmetic error, in 
which case the amount in figures shall prevail subject to 
(a) and (b) above. 

  30.4 If the Bidder that submitted the lowest evaluated Bid does 
not accept the correction of errors, its Bid shall be 
disqualified and its Bid Security shall be forfeited or its 
Bid-Securing Declaration shall be executed.  

31. Preliminary 
Examination 
of Bids  

31.1 The Purchaser shall examine the bids to confirm that all 
documents and technical documentation requested in ITB 
Clause 11 have been provided, and to determine the 
completeness of each document submitted. 

  31.2 The Purchaser shall confirm that the following documents 
and information have been provided in the Bid. If any of 
these documents or information is missing, the Bid shall 
be rejected. 
 

   (a) Bid Submission Form, in accordance with ITB Sub-
Clause 12.1; 

   (b) Price Schedules, in accordance with ITB Sub-Clause 
12; 

   (c) Bid Security or Bid Securing Declaration, in 
accordance with ITB Clause 20. 

32. Examination 
of  Terms 
and 
Conditions; 
Technical 
Evaluation  

32.1 
The Purchaser shall examine the Bid to confirm that all 
terms and conditions specified in the CC and the Contract 
Data have been accepted by the Bidder without any 
material deviation or reservation.  

  32.2 The Purchaser shall evaluate the technical aspects of the 
Bid submitted in accordance with ITB Clause 17, to 
confirm that all requirements specified in Section V, 
Schedule of Requirements of the Bidding Documents have 
been met without any material deviatio n or reservation.  

  32.3 If, after the examination of the terms and conditions and 
the technical evaluation, the Purchaser determines that the 
Bid is not substantially responsive in accordance with ITB 
Clause 29, the Purchaser shall reject the Bid.  

33. Conversion 
to Single 
Currency  

33.1 If the bidders are allowed to quote in foreign currencies in 
Single with sub clause 15.1, for evaluation and 
comparison purposes, the Purchaser shall convert all bid 
prices expressed in foreign currencies in to Sri Lankan 
Rupees using the selling rates prevailed 28 days prior to 
closing of bids as published by the Central Bank of Sri 
Lanka. If this date falls on a public holiday the earliest 
working day prior to the date shall be applicable.  
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IN WITNESS whereof the parties hereto have caused this Agreement to be executed in 
accordance with the laws of Democratic Socialist Republic of Sri Lanka on the day, month 
and year indicated above. 
 
For and on behalf of the Purchaser 
 
Signed: [insert signature] 
 
In the capacity of [ insert title or other appropriate designation ] in the presence of [insert 
identification of official witness] 
 
 
For and on behalf of the Supplier 
 
Signed: [insert signature of authorized representative(s) of the Supplier]  
In the capacity of [insert title or other appropriate designation] 
In the presence of [ insert identification of official witness] 
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Guarantee for Advance Payment  
[The issuing agency, as requested by the successful Bidder, shall fill in this form in accordance with 
the instructions indicated.] 

Date: [insert date (as day, month, and year) of Bid Submission]  
ICB No. and title: [insert number and title of bidding process] 

[Issuing �D�J�H�Q�F�\�·�V���O�H�W�W�H�U�K�H�D�G�@ 
*Beneficiary:  Vice Chancellor, Eastern University, Sri Lanka   
 
ADVANCE PAYMENT GUARANTEE No.:  [insert Advance Payment Guarantee no.]We, 
[insert legal name and address of issuing agency], have been informed that [insert complete name 
and address of Supplier] (hereinafter called "the Supplier") has entered into Contract No. 
[insert number] dated [insert date of Agreement] w ith you, for the SUPPLY AND 
INSTALLATION  of [insert types of Goods to be delivered] (hereinafter called "the Contract"). 
Furthermore, we understand that, according to the conditions of the Contract, an advance 
is to be made against an advance payment guarantee. 
At the request of the Supplier, we hereby irrevocably undertake to pay you any sum or 
sums not exceeding in total an amount of [insert amount(s)50 in figures and words] upon 
receipt by us of your first demand in writing declaring that the Supplier is  in breach of its 
obligation under the Contract because the Supplier used the advance payment for 
purposes other than toward delivery of the Goods.  
It is a condition for any claim and payment under this Guarantee to be made that the 
advance payment referred to above must have been received by the Supplier on its account 
[insert number and domicile of the account] 
This Guarantee shall remain valid and in full effect from the date of the advance payment 
received by the Supplier under the Contract until [insert date51]. 
_____________________ 
[signature(s) of authorized representative(s) of the issuing agency] 
____________________ 
50The bank shall insert the amount(s) specified in the CONTRACT DATA and denominated, as specified in the CONTRACT DATA, either in the 

currency(ies) of the Contract or a freely convertible currency acceptable to the Purchaser.  
51Insert the Delivery date stipulated in the Contract Delivery Schedule. The Purchaser should note that in the event of an extension of the time to perform the 

Contract, the Purchaser would need to request an extension of this Guarantee from the bank. Such request must be in writing and must be made prior to the 

expiration date established in the Guarantee. In preparing this Guarantee, the Purchaser might consider adding the following text to the Form, at the end of the 

�S�H�Q�X�O�W�L�P�D�W�H���S�D�U�D�J�U�D�S�K�����´�:�H���D�J�U�H�H���W�R���D���R�Q�H-�W�L�P�H���H�[�W�H�Q�V�L�R�Q���R�I���W�K�L�V���*�X�D�U�D�Q�W�H�H���I�R�U���D���S�H�U�L�R�G���Q�R�W���W�R���H�[�F�H�H�G���>�V�L�[���P�R�Q�W�K�V�@�>�R�Q�H���\�H�D�U�@�����L�Q���U�H�V�S�R�Q�V�H���W�R���W�K�H���3�X�U�F�K�D�V�H�U�·�V��

written request for such extension, such �U�H�T�X�H�V�W���W�R���E�H���S�U�H�V�H�Q�W�H�G���W�R���X�V���E�H�I�R�U�H���W�K�H���H�[�S�L�U�\���R�I���W�K�H���*�X�D�U�D�Q�W�H�H���µ 
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ITB 14.3 

The bidders may quote to SUPPLY, INSTALL AND 
COMMISSIONING FOR SURVEILLANCE SYSTEM,  EASTERN 
UNIVERSITY SRI LANKA  

 
 
 

Description of Goods  Quantity  
 
Unit  

 

Senate Building( Senate Building+ Main Entrance  + Main 
hall_inside+ focus to fine arts & Audit branch + Botany 
Entrance ) 
Data cabling & casing with 
fitting_Type1 

17 Points 

Cat 6 UTP Cable 950(approx) meter 
Cat6 UTP Patch panel(24-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 28 Nos 
Cat6 Keystone jack 16 Nos 
Face Plate with shutter 16 Nos 
Flush Accessory Box 16 Nos 
L2 Managed Switch-24 Port(PoE) 01 No 
L2 Managed Switch-8 Port(PoE) 01 No 
Wall Mounted Equipment 
Cabinet_12U 

01 No 

UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 07 Nos 
IP-Camera- Bullet Type_2 03 Nos 
IP-Camera- Dome Type 06 Nos 
16-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 08 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

02 Nos 

Display 01 No 
Agriculture Farm( Crop) 
Data cabling & casing with 
fitting_Type2 

06 Points 

Cat 6 UTP Cable 500(approx) meter 
Cat6 UTP Patch panel(8-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 08 Nos 
Cat6 Keystone jack 04 Nos 
Face Plate with shutter 04 Nos 
Flush Accessory Box 04 Nos 
L2 Managed Switch-8 Port(PoE) 01 No 
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Wall Mounted Equipment 
Cabinet_12U 

01 No 

UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 04 Nos 
8-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 04 Nos 
Outdoor Pole 01 No 
Outdoor box  04 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

04 Nos 

Agriculture Farm (Animal ) 
Data cabling & casing with 
fitting_Type2 

06 Points 

Cat 6 UTP Cable 450(approx) meter 
Cat6 UTP Patch panel(8-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 08 Nos 
Cat6 Keystone jack 04 Nos 
Face Plate with shutter 04 Nos 
Flush Accessory Box 04 Nos 
L2 Managed Switch-8 Port(PoE) 01 No 
Wall Mounted Equipment 
Cabinet_12U 

01 No 

UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 04 Nos 
8-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 04 Nos 
Outdoor Pole 01 No 
Outdoor box 04 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

04 Nos 

Supplies Branch and Focus to canteen & carpenter 
workshop area  
Data cabling & casing with 
fitting_Type1 

07 Points 

Cat 6 UTP Cable 480(approx) meter 
Cat6 UTP Patch panel(8-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 10 Nos 
Cat6 Keystone jack 05 Nos 
Face Plate with shutter 05 Nos 
Flush Accessory Box 05 Nos 
L2 Managed Switch-8 Port(PoE) 01 No 
Wall Mounted Equipment 01 No 
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Cabinet_12U 
UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 03 Nos 
IP-Camera- Dome Type 02 Nos 
8-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 03 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

03 Nos 

CICT(CICT Laboratory+ Main Entrance_Hostal side+ 
Science Complex +DELT building +Faculty of arts and 
culture + Faculty of commerce and Mgt ) 
Data cabling & casing with 
fitting_Type1 

46 Points 

Data cabling & casing with 
fittin g_Type2 

04 Point 

Cat 6 UTP Cable 3000(approx) meter 
Cat6 UTP Patch panel(24-port)  01 Nos 
Cat6 UTP Patch panel(8-port)  02 Nos 
Cable Management bar 02 No 
Cat6 Patch Cords (0.5 m) 90 Nos 
Cat6 Keystone jack 49 Nos 
Face Plate with shutter 49 Nos 
Flush Accessory Box 49 Nos 
L2 Managed Switch-24 Port(PoE) 01 No 
L2 Managed Switch-8 Port(PoE) 03 Nos 
IP-Camera- Bullet Type_1 12 Nos 
IP-Camera- Bullet Type_2 03 Nos 
IP-Camera- Dome Type 34 Nos 
64-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 11 Nos 
Outdoor Pole 02 Nos 
Outdoor box 04 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

04 Nos 

Display 01 No 
Men's hostel junction  
Data cabling & casing with 
fitting_Type2 

06 Points 

Cat 6 UTP Cable 260(approx) meter 
Cat6 UTP Patch panel(8-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 08 Nos 
Cat6 Keystone jack 04 Nos 
Face Plate with shutter 04 Nos 
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The bidder may quote the above mentioned  minimum quantities:  
1. Bidders are required to quote for all the items mentioned 

above to quality  
Accordingly,  only the bidders who quote for all the items 
mentioned above will be consider ed during evaluation. Bids of 
those bidders who have not quoted for any one of the items 
mentioned above will not be considered for evaluation.  

2. Refer to Technical specification i n Section V  

Flush Accessory Box 04 Nos 
L2 Managed Switch-8 Port(PoE) 01 No 
Wall Mounted Equipment 
Cabinet_12U 

01 No 

UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 04 Nos 
8-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 04 Nos 
Outdoor Pole 01 No 
Outdoor box 04 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

04 Nos 

Women 's hostel junction  
Data cabling & casing with 
fitting_Type2 

05 Points 

Cat 6 UTP Cable 210(approx) meter 
Cat6 UTP Patch panel(8-port)  01 No 
Cable Management bar 01 No 
Cat6 Patch Cords (0.5 m) 06 Nos 
Cat6 Keystone jack 03 Nos 
Face Plate with shutter 03 Nos 
Flush Accessory Box 03 Nos 
L2 Managed Switch-8 Port(PoE) 01 No 
Wall Mounted Equipment 
Cabinet_12U 

01 No 

UPS-2 KvA_online 01 No 
IP-Camera- Bullet Type_1 03 Nos 
8-Channel-Network Video 
Recorder(NVR) 

01 No 

Surge Protector 03 Nos 
Outdoor Pole 01 No 
Outdoor box 03 Nos 
Sun Rain Shade Protective Roof for 
Outdoor cameras 

03 Nos 

ITB 15.1 The Bidder shall quote:  Sri Lankan Rupees only. (LKR) 
ITB 17.3 Period of time the Goods are expected to be functioning for a 

minimum F ive years  
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Signed: �«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«  
In the capacity of �«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«  
  
Name: �«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«  
 
Duly authorized to sign the bid for and on behalf of: �«�«�«�«�«�«�«�«�«�«�«�«  
�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«�«  
Dated on ____________ day of __________________, _______ [insert date of signin 
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Item 
No. 

Description  
Units  
(A) 

Unit Price  
(Rs.) 
(B) 

Total Price 
(Rs.) 
(C) 

(A X B) 

Discount 
(Rs.) 
(D)  

Total Price after 
Discount  

(E) 
(C �²D)  

VAT & any 
others taxes if 

applicable  
(Please 
Specify)  

(Rs.) 
(F) 

Final Price (Rs.) 
(G) 

(E+F) 

S. No Items  Qty.        
Senate Building(Senate Building+ Main Entrance  + 
Main hall_inside+ focus to fine arts & Audit branch + 
Botany Entrance ) 

      

1 Data cabling & casing with 
fitting_Type1 

17       

2 Cat 6 UTP Cable 950(approx)       

3 Cat6 UTP Patch panel(24-port)  01       

4 Cable Management bar 01       

5 Cat6 Patch Cords (0.5 m) 28       

6 Cat6 Keystone jack 16       

7 Face Plate with shutter 16       

8 Flush Accessory Box 16       

9 L2 Managed Switch-24 
Port(PoE) 

01       

Price Schedule 
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10 L2 Managed Switch-8 Port(PoE) 01       

11 Wall Mounted Equipment 
Cabinet_12U 

01 
 

     

12 UPS-2 KvA_online 01       

13 IP-Camera- Bullet Type_1 07       

14 IP-Camera- Bullet Type_2 03       

15 IP-Camera- Dome Type 06       

16 16-Channel-Network Video 
Recorder(NVR) 

01 
 

     

17 Surge Protector 08       

18 Sun Rain Shade Protective Roof 
for Outdoor cameras 

02 
 

     

19 Display 01       

Agriculture Farm( Crop)       

20 Data cabling & casing with 
fitting_Type2 

06       

21 Cat 6 UTP Cable 500(approx)       

22 Cat6 UTP Patch panel(8-port)  01       

23 Cable Management bar 01       

24 Cat6 Patch Cords (0.5 m) 08       



 

53 

 

25 Cat6 Keystone jack 04       

26 Face Plate with shutter 04       

27 Flush Accessory Box 04       

28 L2 Managed Switch-8 Port(PoE) 01       

29 Wall Mounted Equipment 
Cabinet_12U 

01       

30 UPS-2 KvA_online 01       

31 IP-Camera- Bullet Type_1 04       

32 8-Channel-Network Video 
Recorder(NVR) 

01       

33 Surge Protector 04       

34 Outdoor Pole 01       

35 Outdoor box  04       

36 Sun Rain Shade Protective Roof 
for Outdoor cameras 

04       

Agriculture Farm (Animal )      

37 Data cabling & casing with 
fitting_Type2 

06       

38 Cat 6 UTP Cable 450(approx)       

39 Cat6 UTP Patch panel(8-port)  01       
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40 Cable Management bar 01       

41 Cat6 Patch Cords (0.5 m) 08       

42 Cat6 Keystone jack 04       

43 Face Plate with shutter 04       

44 Flush Accessory Box 04       

45 L2 Managed Switch-8 Port(PoE) 01       

46 Wall Mounted Equipment 
Cabinet_12U 

01       

47 UPS-2 KvA_online 01       

48 IP-Camera- Bullet Type_1 04       

49 8-Channel-Network Video 
Recorder(NVR) 

01       

50 Surge Protector 04       

51 Outdoor Pole 01       

52 Outdoor box 04       

53 Sun Rain Shade Protective Roof 
for Outdoor cameras 

04       

Supplies Branch and Focus to canteen & carpenter workshop area       

54 Data cabling & casing with 
fitting_Type1 

07       

55 Cat 6 UTP Cable 480(approx)       
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56 Cat6 UTP Patch panel(8-port)  01       

57 Cable Management bar 01       

58 Cat6 Patch Cords (0.5 m) 10       

59 Cat6 Keystone jack 05       

60 Face Plate with shutter 05       

61 Flush Accessory Box 05       

62 L2 Managed Switch-8 Port(PoE) 01       

63 Wall Mounted Equipment 
Cabinet_12U 

01       

64 UPS-2 KvA_online 01       

65 IP-Camera- Bullet Type_1 03       

66 IP-Camera- Dome Type 02       

67 8-Channel-Network Video 
Recorder(NVR) 

01       

68 Surge Protector 03       

69 Sun Rain Shade Protective Roof 
for Outdoor cameras 

03       

CICT(CICT Laboratory+ Main Entrance_Hostal side+ Science 
Complex +DELT building +Faculty of arts and culture + Faculty of 
commerce and Mgt ) 

     

70 Data cabling & casing with 46       
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fitting_Type1 

71 Data cabling & casing with 
fittin g_Type2 

04       

72 Cat 6 UTP Cable 3000(approx)       

73 Cat6 UTP Patch panel(24-port)  01       

74 Cat6 UTP Patch panel(8-port)  02       

75 Cable Management bar 02       

76 Cat6 Patch Cords (0.5 m) 90       

77 Cat6 Keystone jack 49       

78 Face Plate with shutter 49       

79 Flush Accessory Box 49       

80 L2 Managed Switch-24 
Port(PoE) 

01       

81 L2 Managed Switch-8 Port(PoE) 03       

82 IP-Camera- Bullet Type_1 12       

83 IP-Camera- Bullet Type_2 03       

84 IP-Camera- Dome Type 34       

85 64-Channel-Network Video 
Recorder(NVR) 

01       

86 Surge Protector 11       
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87 Outdoor Pole 02       

88 Outdoor box 04       

89 Sun Rain Shade Protective Roof 
for Outdoor cameras 

04       

90 Display 01       

Men's hostel junction       

91 Data cabling & casing with 
fitting_Type2 

06       

92 Cat 6 UTP Cable 260(approx)       

93 Cat6 UTP Patch panel(8-port)  01       

94 Cable Management bar 01       

95 Cat6 Patch Cords (0.5 m) 08       

96 Cat6 Keystone jack 04       

97 Face Plate with shutter 04       

98 Flush Accessory Box 04       

99 L2 Managed Switch-8 Port(PoE) 01       

100 Wall Mounted Equipment 
Cabinet_12U 

01       

101 UPS-2 KvA_online 01       

102 IP-Camera- Bullet Type_1 04       
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103 8-Channel-Network Video 
Recorder(NVR) 

01       

104 Surge Protector 04       

105 Outdoor Pole 01       

106 Outdoor box 04       

107 Sun Rain Shade Protective Roof 
for Outdoor cameras 

04       

Women's hostel junction       

108 Data cabling & casing with 
fitting_Type2 

05       

109 Cat 6 UTP Cable 210(approx)       

110 Cat6 UTP Patch panel(8-port)  01       

111 Cable Management bar 01       

112 Cat6 Patch Cords (0.5 m) 06       

113 Cat6 Keystone jack 03       

114 Face Plate with shutter 03       

115 Flush Accessory Box 03       

116 L2 Managed Switch-8 Port(PoE) 01       

117 Wall Mounted Equipment 
Cabinet_12U 

01       

118 UPS-2 KvA_online 01       
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Section V  
Schedule of Requirements and Technical Specification  

 
Item  
No 

Description of Goods  Quantity  
 

Unit  
 

Senate Building( Senate Building+ Main Entrance  + Main hall_inside+  focus to fine arts & 
Audit branch + Botany  Entrance ) 

1 Data cabling & casing with fitting_Type1 17 Points 
2 Cat 6 UTP Cable 950(approx) meter 
3 Cat6 UTP Patch panel(24-port)  01 No 
4 Cable Management bar 01 No 
5 Cat6 Patch Cords (0.5 m) 28 Nos 
6 Cat6 Keystone jack 16 Nos 
7 Face Plate with shutter 16 Nos 
8 Flush Accessory Box 16 Nos 
9 L2 Managed Switch-24 Port(PoE) 01 No 

10 L2 Managed Switch-8 Port(PoE) 01 No 
11 Wall Mounted Equipment Cabinet_12U 01 No 
12 UPS-2 KvA_online 01 No 
13 IP-Camera- Bullet Type_1 07 Nos 
14 IP-Camera- Bullet Type_2 03 Nos 
15 IP-Camera- Dome Type 06 Nos 
16 16-Channel-Network Video Recorder(NVR) 01 No 
17 Surge Protector 08 Nos 
18 Sun Rain Shade Protective Roof for Outdoor cameras 02 Nos 
19 Display 01 No 

Agriculture Farm( Crop) 
20 Data cabling & casing with fitting_Type2 06 Points 
21 Cat 6 UTP Cable 500(approx) meter 
22 Cat6 UTP Patch panel(8-port)  01 No 
23 Cable Management bar 01 No 
24 Cat6 Patch Cords (0.5 m) 08 Nos 
25 Cat6 Keystone jack 04 Nos 
26 Face Plate with shutter 04 Nos 
27 Flush Accessory Box 04 Nos 
28 L2 Managed Switch-8 Port(PoE) 01 No 
29 Wall Mounted Equipment Cabinet_12U 01 No 
30 UPS-2 KvA_online 01 No 
31 IP-Camera- Bullet Type_1 04 Nos 
32 8-Channel-Network Video Recorder(NVR) 01 No 
33 Surge Protector 04 Nos 
34 Outdoor Pole 01 No 
35 Outdoor box  04 Nos 
36 Sun Rain Shade Protective Roof for Outdoor cameras 04 Nos 

Agriculture Farm (Animal ) 
37 Data cabling & casing with fitting_Type2 06 Points 
38 Cat 6 UTP Cable 450(approx) meter 
39 Cat6 UTP Patch panel(8-port)  01 No 
40 Cable Management bar 01 No 
41 Cat6 Patch Cords (0.5 m) 08 Nos 
42 Cat6 Keystone jack 04 Nos 
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43 Face Plate with shutter 04 Nos 
44 Flush Accessory Box 04 Nos 
45 L2 Managed Switch-8 Port(PoE) 01 No 
46 Wall Mounted Equipment Cabinet_12U 01 No 
47 UPS-2 KvA_online 01 No 
48 IP-Camera- Bullet Type_1 04 Nos 
49 8-Channel-Network Video Recorder(NVR) 01 No 
50 Surge Protector 04 Nos 
51 Outdoor Pole 01 No 
52 Outdoor box 04 Nos 
53 Sun Rain Shade Protective Roof for Outdoor cameras 04 Nos 

Supplies Branch and Focus to canteen & carpenter workshop area  
54 Data cabling & casing with fitting_Type1 07 Points 
55 Cat 6 UTP Cable 480(approx) meter 
56 Cat6 UTP Patch panel(8-port)  01 No 
57 Cable Management bar 01 No 
58 Cat6 Patch Cords (0.5 m) 10 Nos 
59 Cat6 Keystone jack 05 Nos 
60 Face Plate with shutter 05 Nos 
61 Flush Accessory Box 05 Nos 
62 L2 Managed Switch-8 Port(PoE) 01 No 
63 Wall Mounted Equipment Cabinet_12U 01 No 
64 UPS-2 KvA_online 01 No 
65 IP-Camera- Bullet Type_1 03 Nos 
66 IP-Camera- Dome Type 02 Nos 
67 8-Channel-Network Video Recorder(NVR) 01 No 
68 Surge Protector 03 Nos 
69 Sun Rain Shade Protective Roof for Outdoor cameras 03 Nos 

CICT(CICT Laboratory+ Main Entrance_Hostal side+ Science Complex +DELT building 
+Faculty of arts and culture + Faculty of commerce and Mgt ) 

70 Data cabling & casing with fitting_Type1 46 Points 
71 Data cabling & casing with fitting_Type2 04 Point 
72 Cat 6 UTP Cable 3000(approx) meter 
73 Cat6 UTP Patch panel(24-port)  01 Nos 
74 Cat6 UTP Patch panel(8-port)  02 Nos 
75 Cable Management bar 02 No 
76 Cat6 Patch Cords (0.5 m) 90 Nos 
77 Cat6 Keystone jack 49 Nos 
78 Face Plate with shutter 49 Nos 
79 Flush Accessory Box 49 Nos 
80 L2 Managed Switch-24 Port(PoE) 01 No 
81 L2 Managed Switch-8 Port(PoE) 03 Nos 
82 IP-Camera- Bullet Type_1 12 Nos 
83 IP-Camera- Bullet Type_2 03 Nos 
84 IP-Camera- Dome Type 34 Nos 
85 64-Channel-Network Video Recorder(NVR) 01 No 
86 Surge Protector 11 Nos 
87 Outdoor Pole 02 Nos 
88 Outdoor box 04 Nos 
89 Sun Rain Shade Protective Roof for Outdoor cameras 04 Nos 
90 Display 01 No 

Men's hostel junction  
91 Data cabling & casing with fitting_Type2 06 Points 
92 Cat 6 UTP Cable 260(approx) meter 
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93 Cat6 UTP Patch panel(8-port)  01 No 
94 Cable Management bar 01 No 
95 Cat6 Patch Cords (0.5 m) 08 Nos 
96 Cat6 Keystone jack 04 Nos 
97 Face Plate with shutter 04 Nos 
98 Flush Accessory Box 04 Nos 
99 L2 Managed Switch-8 Port(PoE) 01 No 
100 Wall Mounted Equipment Cabinet_12U 01 No 
101 UPS-2 KvA_online 01 No 
102 IP-Camera- Bullet Type_1 04 Nos 
103 8-Channel-Network Video Recorder(NVR) 01 No 
104 Surge Protector 04 Nos 
105 Outdoor Pole 01 No 
106 Outdoor box 04 Nos 
107 Sun Rain Shade Protective Roof for Outdoor cameras 04 Nos 

Women's hostel junction  
108 Data cabling & casing with fitting_Type2 05 Points 
109 Cat 6 UTP Cable 210(approx) meter 
110 Cat6 UTP Patch panel(8-port)  01 No 
111 Cable Management bar 01 No 
112 Cat6 Patch Cords (0.5 m) 06 Nos 
113 Cat6 Keystone jack 03 Nos 
114 Face Plate with shutter 03 Nos 
115 Flush Accessory Box 03 Nos 
116 L2 Managed Switch-8 Port(PoE) 01 No 
117 Wall Mounted Equipment Cabinet_12U 01 No 
118 UPS-2 KvA_online 01 No 
119 IP-Camera- Bullet Type_1 03 Nos 
120 8-Channel-Network Video Recorder(NVR) 01 No 
121 Surge Protector 03 Nos 
122 Outdoor Pole 01 No 
123 Outdoor box 03 Nos 
124 Sun Rain Shade Protective Roof for Outdoor cameras 03 Nos 

 

  



67 
 

Technical Specification  
No Item # and Name Minimum Specifications  
1 Data cabling & casing with fitting_Type1 Annexure 1 
2 Data cabling & casing with fitting_Type2 Annexure 2 
3 Cat 6 UTP Cable Annexure 3 
4 Cat6 UTP Patch panel(8/24 -port)  Annexure 4 
5 Cable Management bar 1U or 2 U 

Colour: black 
Bidder should mention the 
brand name with part number 
Preferred UTP mentioned 
above cable brand 

6 Cat6 Patch Cords (0.5 m) Annexure 5 
7 Cat6 Keystone jack Annexure 6 
8 Face Plate with shutter Annexure 7 
9 Flush Accessory Box shape- Square, Color-white 

10 L2 Managed Switch-24 Port(PoE) Annexure 8 
11 L2 Managed Switch-8 Port(PoE) Annexure 9 
12 Wall Mounted Equipment Cabinet_12U Annexure 10 
13 UPS-2 KvA_online Annexure 11 
14 IP-Camera- Bullet Type_1 Annexure 12 
15 IP-Camera- Bullet Type_2 Annexure 13 
16 IP-Camera- Dome Type Annexure 14 
17 8-Channel-Network Video Recorder(NVR) Annexure 15 
18 16-Channel-Network Video Recorder(NVR) Annexure 16 
19 64-Channel-Network Video Recorder(NVR) Annexure 17 
20 Surge Protector Annexure 18 
21 Display Annexure 19 
22 Outdoor Pole and Outdoor box Annexure 20 
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Annexure 1  
Data cabling & casing with fitting -(Type1)  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Bidder should submit LAN cable certification testing reports (Fluke test) 
for all ports, Provision for standard labelling. Bold port numbering enables 
quick identification of outlets. 

  

The testing instruments shall be capable of testing both the above tests 
without deviations 
The bidders shall provide the certified hard copies of UTP testing and 
certification. 
Manufacture certified engineer shall do certifications with licenses 

  

The termination of UTP cables onto the patch panel should be done using 
proper tools. 

  

All data outlet should be enclosed in a plastic mounting box, which should 
be properly mounted using at least two screws and role plugs. Use of nails 
is not recommended. 

  

The conduits/casing used on the surface should have rectangular cross 
section. 

  

The conduits/casing on walls must be supported at 1m spans or shorter to 
ensure that the conduits/casing does not Sag or buckle. 

  

Horizontal sections of UTP should only be along a wall, preferably at the 
height of approximately 1m above the Floor. In cases where the window 
ledge is below 1m from the ground, the casing may be placed at a level so 
that they are a few inches below the window ledge. 

  

In places where the UTP cables pass through the wall, a casing should be 
used. Proper filling with cement/sand and plaster should be used to fill the 
holes made in the wall for routing casings. 

  

Role plugs wholly sunk into the wall and not protruding into the casing to 
obstruct the UTP cables. Only the screw should be visible from inside the 
case. 

  

No damage to casing should be done to make improvements to the bending 
radius. 

  

Bidder should qu ote the price per point with all needed  
accessories(PVC Cable Trunkings, conduits, Installation charge)  
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Annexure 2  
Data cabling & casing with fitting -(Type2)  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Bidder should submit LAN cable certification testing reports (Fluke test) 
for all ports, Provision for standard labeling. Bold port numbering enables 
quick identification of outlets. 

  

Civil works laid underground enclosed in Type 1000 63mm Water 
Pipes/Depth 600mm & covered with concrete cable tiles and warranting 
tape surface finish with compact soil 

  

The termination of UTP cables onto the patch panel should be done using 
proper tools. 

  

In places where the UTP cables pass through the wall, a pipe should be 
used. Proper filling with cement/sand and plaster should be used to fill the 
holes made in the wall for routing casings. 

  

Role plugs wholly sunk into the wall and not protruding into the pipes to 
obstruct the UTP cables.  

  

Bidder should quote the price for a meter for all the requirements in 
above After the work completion, payment for the Civil works will be 
provided using measure and pay method.  

  

 
 
Annexure 3  
Cat 6 UTP Cable 

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) on 

offer  
Should provide Manufacturer Warranty Certification for 25 Years for 
Product & Performance assurance     
The Manufacturer Should be ISO 9001 certified     
Product Specification  
The fly leads should support LAN technologies such as Fast Ethernet 
(100Mbps) and Gigabit Ethernet (1000Mbps)     
Should be constructed of 23 AWG & 0.56mm Solid Bare Copper 
conductors     
Should consist of a Polyethylene insulation   
Should consist of a Grey colour Flame Retardant PVC jacket   
Should be performance optimized for 250Mhz   
Should be performance PoE + + & 4PPoE    
Standards and Compliance.    
ETL verified for  ISO / IEC 11801 2nd Edition Class E   
Should meet ANSI/TIA 568-2.D Category 6 cables Specifications   
fluke listed products   
Make (Please Specify)  
Model  (Please Specify)  
Country of Origin  (Please Specify)  
Bidder should submit the Manufacturer's 
authorization certificate/letter from the 
Manufacture or Distributor  

 

Bidder should quote the cable price per meter. After the work completion, payment for the Cable 
used will be provided using the measure and pay method calculated according to the fluke 
testing report.  
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Annexure 4  
Cat6 UTP Patch panel (8/24 port)  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Should provide Manufacturer Warranty Certification for 25 Years for 
Product & Performance assurance     
The Manufacturer Should be ISO 9001 certified     
Product Specification  
Should support LAN technologies such as Fast Ethernet (100Mbps) and 
Gigabit Ethernet (1000Mbps)     
Should consist of Dual colour-coding for 568 A/B wiring configuration     
Should consist of a contact material phosphor Bronze alloy 50U gold 
plated pins 

  

Should be connector module holder: high-impact, flame retardant plastic.   
Should consist of a four colours identification tag on the patch panel   
Standards and Compliance.    
ETL verified for  ISO / IEC 11801 2nd Edition    
Should meet ANSI/TIA 568-2.D, UL 94 V-0   
fluke listed products   
Make (Please Specify)  
Model  (Please Specify)  
Country of Origin  (Please Specify)  
Bidder should submit Manufacturer's 
authorization certificate/letter from the 
Manufacture or Distributor  

 

 
 
Annexure 5  
Cat6 Patch Cords (0.5 m) 

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Should provide Manufacturer Warranty Certification for 25 Years for 
Product & Performance assurance     
The Manufacturer Should be ISO 9001 certified     
Product Specification  
The patch cords  should support LAN technologies such as Fast 
Ethernet (100Mbps) and Gigabit Ethernet (1000Mbps)     
Should be constructed of 24 AWG Copper conductors     
Should consist of an anti-snag design   
Should consist of a HDPE PVC sheath   
Should consist of a copper alloy gold plated over nickel RJ-45 plug 
and a boot 

  

Shall be available in 0.5m,1m and 2m lengths   
Standards and Compliance.    
ETL verified for  ISO / IEC 11801 2nd Edition Class E   
Should meet ANSI/TIA 568-2.D    
Make (Please Specify)  
Model  (Please Specify)  
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Country of Origin  (Please Specify)  
Bidder should submit Manufacturer's 
authorization certificate/letter from the 
Manufacture or Distributor  

 

 
 
Annexure 6  
Cat6 Keystone jack 

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Should provide Manufacturer Warranty Certification for 25 Years for 
Product & Performance assurance     
The Manufacturer Should be ISO 9001 certified     
Product Specification  
Should support LAN technologies such as Fast Ethernet (100Mbps) 
and Gigabit Ethernet (1000Mbps)     
Should consist of Dual colour-coding for 568 A/B wiring configuration     
Should consist of a contact material phosphor Bronze alloy 50U gold 
plated Keystone Jack  

  

Should be RJ-11& RJ-12 compatible   
Should consist of a moulded category identification on jack face as well 
as optional port identification icons 

  

Should consist of a High Impact Flame-Retardant Plastic    
Standards and Compliance.    
ETL verified for  ISO / IEC 11801 2nd Edition    
Should meet ANSI/TIA 568-2.D    
Make (Please Specify)  
Model  (Please Specify)  
Country of Origin  (Please Specify)  
Bidder should submit Manufacturer's 
authorization certificate/letter from the 
Manufacture or Distributor  
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Annexure 7  
Face Plate with shutter  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Should provide Manufacturer Warranty Certification for 25 Years for 
Product & Performance assurance     
The Manufacturer Should be ISO 9001 certified     
Product Specification  
Should support standard category rated fly leads and UTP Keystone 
jacks     
Should consist of a material is ABS      
It should be a BS standard  (UK) design   
Should consist of a spring-loaded shutter with single and dual ports   
Should consist of a separate  port identification label window   
Make (Please Specify)  
Model  (Please Specify)  
Country of Origin  (Please Specify)  
Bidder should submit Manufacturer's 
authorization certificate/letter from the 
Manufacture or Distributor  
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Annexure 8  
L2 Managed Switch-24 Port(PoE)  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Brand (Please Specify)   

Model No (Please Specify)   

Enclosure Type Rack-mountable   

Ports 24 X RJ-45 autosensing 10/100/1000 PoE ports (IEEE 
802.3 Type 10BASE-T, IEEE 802.3u Type 100BASE-TX, 
IEEE 802.3ab Type 1000BASE-T); Duplex: 10BASE-
T/100BASE-TX: half or full; 1000BASE-T: full only  
If any additional ports please specify 

  

Remote 
Management 
Protocol 

SNMP, RMON, HTTP, TFTP   

Memory 256 MB or higher (Please Specify)   

Flash 64 MB or higher (Please Specify)   

Throughput 95 Mpps or higher (Please Specify)   

Switching capacity 100 Gbps or higher (Please Specify)   

PoE capability 360 W PoE or higher (Please Specify) & each point 
should support to 14 W or higher 

  

Compliant 
Standards 

IEEE 802.3x, IEEE 802.1Q, IEEE 802.1w, IEEE 802.1p, 
IEEE 802.3z, IEEE 802.3, IEEE 802.1x, 802.3af PoE 

  

Features Layer 2 switching, IPv6 support, DoS attack 
prevention, VLAN support, Multiple Spanning Tree 
Protocol (MSTP) support, Port mirroring, Trivial File 
Transfer Protocol (TFTP) support, VoIP Support, IGMP 
snooping, BOOTP support, DHCP support, Broadcast 
Storm Control, Access Control List (ACL) support, 
Spanning Tree Protocol (STP) support, IGMP 
snooping, Auto Smart Ports 

  

Status Indicators Link activity, Port transmission speed, System   

Power over 
Ethernet (PoE) 

Yes   

Power Device 
Power supply 

Internal or external   

Mounting   Mounts in an EIA-standard 19 in   

Voltage  AC 120/230 V (50/60 Hz)    

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern University 
Sri lanka 

  

Warranty 5 Years or higher (Please Specify)   

Experience and 
Technical Support 

Experience for at least Three years with above-quoted 
brand sales. Bidder must submit evidence for the 
sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate for quoted Switch brand direct from 
Manufacture 
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Annexure 9  
L2 Managed Switch-8 port (PoE)  

Item 
Description  Detail Specification  

Bidder 
Response 

(Y/N)  

If "N" 
comment(s) 

on offer  
Brand (Please Specify)   

Model No (Please Specify)   

Enclosure Type Rack-mountable   

Ports 8 RJ-45 autosensing 10/100/1000 Class 4 PoE ports, 2 
SFP 1GbE ports 

  

Duplex Half & full   

Remote 
Management 
Protocol 

SNMP, RMON, HTTP, TFTP   

Memory 256 MB or higher (Please Specify)   

Throughput 24 Mpps or higher (Please Specify)   

Switching 
capacity 

30 Gbps or higher (Please Specify)   

Compliant 
Standards 

IEEE 802.3x, IEEE 802.1Q, IEEE 802.1w, IEEE 802.1p, 
IEEE 802.3z, IEEE 802.3, IEEE 802.1x 

  

Routing table size  32 entries or higher (Please Specify)   

MAC address table 
size  

8,000 entries or higher (Please Specify)   

Features Layer 2 switching, IPv6 support, DoS attack 
prevention, VLAN support, Multiple Spanning Tree 
Protocol (MSTP) support, Port mirroring, Trivial File 
Transfer Protocol (TFTP) support, VoIP Support, IGMP 
snooping, BOOTP support, DHCP support, Broadcast 
Storm Control, Access Control List (ACL) support, 
Spanning Tree Protocol (STP) support, IGMP 
snooping, Auto Smart Ports 

  

Status Indicators Link activity, Port transmission speed, System   

PoE Yes   

PoE capability 120W PoE or higher (Please Specify) & each point 
should support to 14 W or higher 

  

Power Device 
Power supply 

Internal or external   

Mounting   Mounts in an EIA-standard 19 in   

Voltage  AC 120/230 V (50/60 Hz)   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern University 
Sri lanka 

  

Warranty 5 Years or higher (Please Specify)   

Experience and 
Technical Support 

Experience for at least Three years with above-quoted 
brand sales. Bidder must be submitted evidence for 
the sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate for quoted Switch brand direct from 
Manufacture 
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Annexure 10  
Wall Mounted Equipment Cabinet_12U 

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
The Manufacturer Should be ISO 9001 certified     
Rack Construction and Design  
19" Rack with at least 600mm depth     
Should be constructed using Sheet Steel material     
Should consist of a glass lockable front door   
Should consist of at least 6 Way 13A UK Type Outlet Power Distribution 
Panel with Safety Switch 

  

Should consist of Two side panels opening with key locks   
Should consist of at least 2 Cable Entry Gourmets from the top of the Rack   
Should consist of at least 2no of Fans   
Mounting should be done according to the requirements of Eastern 
University Sri lanka 

  

Make (Please Specify)  
Model  (Please Specify)  
Country of Origin  (Please Specify)  
Bidder should submit Manufacturer's authorization 
certificate/letter from the Manufacture or 
Distributor  
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Annexure 11  
UPS-2KvA_online  

Item 
Description  Detail Specification  

Bidder 
Response 

(Y/N)  

If "N" 
comment(s) 

on offer  
Brand (Please Specify)   

Model No (Please Specify)   

Rated Power  2kVA /1.4kW (On-line)   

Input Nominal 
Voltage  

220/230V    

Input Voltage 
Range 

130 VAC ~ 280VAC   

Input Frequency 
Range 

46~54Hz   

Output Voltage 220VAC/230VAC±2%,   

Waveform Sine Wave   

Output 
Connections 

Three or higher X UK BS 1363 (Please Specify)   

Battery Type Sealed, Maintenance-free, Lead�� Acid   

Battery Backup 
time (Full/Half)  

5 minutes or higher /12minuits or higher (Please 
Specify) 

  

Battery Recharge 
time 

8 hours or lower to 90% of full capacity   

Transfer time 0 ms (Zero)   

Protection Battery low voltage, Overload & Short circuit 
protection 

  

Exhaust fan One or higher (Please Specify)   

Auditable alarm Bypass, Battery discharge, overload, fault   

LCD Display Required   

Display details Display input and output voltage, frequency, battery 
voltage, battery capacity, and the percentage of load 

  

Required Audible 
alarm 

Bypass, Battery discharge, overload, fault   

Format Tower   

Cables Input Cable should be provided   

Installation Bidder should install/mount with all necessary 
accessories (Steel Shelf Bracket/wall mounting 
brackets) 

  

Warranty  3 Years or higher comprehensive & onsite   

Services At least one service per year during the warranty 
period free of charge (including transport & etc.). 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate for quoted UPS brand direct from 
Manufacture or distributer 

  

  



77 
 

Annexure 1 2 
IP-Camera- Bullet Type_1  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Make (Please Specify)   

Model (Please Specify)   

Country of Origin  (Please Specify)   

Manufacturer Should 
be ISO 9001 certified 

Certificate should attached   

Compatibility Should be compatible with proposed NVR model   

Product type IR IP Bullet Camera   

Mega pixel and type 2MP or higher , should be support to Day/Night   

Image Sensor 1/1.9" progressive scan CMOS   

Video Compression 
(with multi -
streaming) 

H.265/H.264/M -JPEG   

Resolution 25fps@1920×1080 or higher (Please Specify)   

Sensitivity Color mode: 0.001-0.002 lux @ F1.4, AGC ON; 
B/W mode: 0.0001-0.0002 lux @ F1.4, AGC ON; 0 lux 
(IR ON) 

  

Day/Night 
Functionality 

Required with ICR   

IR Illumination 
Distance 

Between 48M-52M   

Dynamic Range Between 115dB-135dB   

Electronic Shutter Auto/Manual (adjustment range 1/1s~1/32000s)    

Audio Compression: G.711a/G.711u/AAC; 
Sampling rate: 8KHz (for G.711a/G.711); 16KHz, 
24KHz, 44KHz, 48KHz (for AAC) 

  

Focal Length Motorized vari-focus lens, F1.5, f= 2.8-12mm   

Privacy Mask Between 3-5 masks   

Motion Detection Required   

Password Protection Required   

Upgrade Online Required   

White Balance Auto/Manual/Outdoor    

Smart Video 
Analytics 

Video anomaly detection, wire cross detection, and 
intrusion detection Anomaly 

  

Network Protocols IPv4/IPv6, TCP, UDP, IGMP, ICMP, IGMPv2/3, DHCP, 
SNMP, FTP, SMTP, NTP, RTC, RTP, RTSP, RTCP, 
HTTP, HTTPS, SSL, 802.1x, QoS, PPPoE, DNS, DDNS, 
ARP, UPnP, IP Filter, TLS, DES, Multicast 

  

Power Supply PoE (IEEE 802.3af) / 12VDC (±20%) / 24VAC (±25%)   

Power Consumption <13W   

Environmental 
support 

-4°F ~ 140°F (-20°C ~ 60°C), IP67   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern University, 
Sri Lanka. Bidder must take responsibility for CCTV 
Camera system should work ZERO downtime and 
ERRORS.    
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Experience and 
Technical Support 

Experience for at least three years with above-quoted 
brand sales. Bidder must submit evidence for the 
sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate/letter for quoted Camera brand direct 
from Manufacture 

  

Customer Service 
and Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended must 
be NEXT BUSINESS DAY 

  

Warranty & Service 

�x Three-year comprehensive warranty or 
higher  (Please Specify) 

�x During the warranty period, All defective 
parts should be replaced free of charge 

�x Provide maintenance and troubleshooting for 
the camera system during the warranty 
period with free of charge 

  

 
 

 

Annexure 13  
IP-Camera- Bullet Type_2  

Item 
Description  Detail Specification  

Bidder 
Response 

(Y/N)  

If "N" 
comment(s) 

on offer  

Make (Please Specify) 
Camera and NVR must be same in brand 

  

Model (Please Specify)   

Country of Origin  (Please Specify)   

Manufacturer 
Should be ISO 
9001 certified 

Certificate should attached   

Compatibility Should be compatible with proposed NVR model   

Product type IR IP Bullet Camera   

Mega pixel and 
type 

HD 5MP or higher, should be support to Day/Night   

Image Sensor 1/1.8" progressive scan CMOS   

Video 
Compression 
(with multi -
streaming) 

H.265/H.264/M -JPEG   

Resolution 25fps@2592×1944 or higher; 55fps@1920×1080 or 
higher 
(Please Specify) 

  

Sensitivity Color mode: 0.01-0.02 lux @ F1.4, AGC ON; 
B/W mode: 0.001-0.002 lux @ F1.4, AGC ON; 0 lux (IR 
ON) 

  

Day/Night 
Functionality 

Required with ICR   

IR Illumination 
Distance 

Between 48M-52M   

Dynamic Range Between 95dB-105dB   

Electronic Shutter Auto/Manual (adjustment range 1/1s~1/32000s)    
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Audio Compression: G.711a/G.711u/AAC; 
Sampling rate: 8KHz (for G.711a/G.711); 16KHz, 
24KHz, 44KHz, 48KHz (for AAC) 

  

Focal Length Motorized vari-focus lens, F1.4, f= 2.8-12mm   

Privacy Mask Between 3-5 masks   

Motion Detection Required   

Password 
Protection 

Required   

Upgrade Online Required   

White Balance Auto/Manual/Outdoor    

Smart Video 
Analytics 

Video anomaly detection, wire cross detection, and 
intrusion detection Anomaly 

  

Network Protocols IPv4/IPv6, TCP, UDP, IGMP, ICMP, IGMPv2/3, DHCP, 
SNMP, FTP, SMTP, NTP, RTC, RTP, RTSP, RTCP, 
HTTP, HTTPS, SSL, 802.1x, QoS, PPPoE, DNS, DDNS, 
ARP, UPnP, IP Filter, TLS, DES, Multicast 

  

Power Supply PoE (IEEE 802.3af) / 12VDC (±20%) / 24VAC (±25%)   

Power 
Consumption 

<13W   

Environmental 
support 

-4°F ~ 140°F (-20°C ~ 60°C), IP67   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern University, 
Sri Lanka. Bidder must take responsibility for CCTV 
Camera system should work ZERO downtime and 
ERRORS.    

  

Experience and 
Technical Support 

Experience for at least three years with above-quoted 
brand sales. Bidder must submit evidence for the 
sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate/letter for quoted Camera brand direct from 
Manufacture 

  

Customer Service 
and Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended must be 
NEXT BUSINESS DAY 

  

Warranty & 
Service 

�x Three-year comprehensive warranty or higher  
(Please Specify) 

�x During the warranty period, All defective parts 
should be replaced free of charge 

�x Provide maintenance and troubleshooting for 
the camera system during the warranty period 
with free of charge 
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Annexure 14  
IP-Camera- Dome Type 

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  

Make (Please Specify) 
Camera and NVR must be same in brand 

  

Model (Please Specify)   

Country of Origin (Please Specify)   

Manufacturer 
Should be ISO 9001 
certified 

Certificate should attached   

Compatibility Should be compatible with proposed NVR model   

Product type IR IP Bullet Camera   

Mega pixel and type HD 2MP or higher , should be support to 
Day/Night 

  

Image Sensor 1/2.8" progressive scan CMOS   

Video Compression 
(with multi -
streaming) 

H.265/H.264/M -JPEG   

Resolution 25fps@1920×1080 or higher 
(Please Specify) 

  

Sensitivity Color mode: 0.002 lux @ F1.4, AGC ON; 
B/W mode: 0.0002 lux @ F1.4, AGC ON; 0 lux (IR 
ON) 

  

Day/Night 
Functionality 

Required with ICR   

IR Illumination 
Distance 

Between 28M-32M   

Lens Motorized zoom lens, F1.4, f=2.8-12mm   

White Balance Auto/Manual/Outdoor    

Electronic Shutter Auto/Manual (adjustment range 1/1s~1/32000s)    

Audio Compression: G.711a, G.711u, ACC 
Sampling rate: 8KHz, 16KHz, 32KHz, 
44.1KHz,48KHz 
optional 
Port: 1 linear input, 1 linear output 

  

Privacy Mask Between 3-5 masks   

Motion Detection Required   

Password 
Protection 

Required   

Upgrade Online Required   

Smart Video 
Analytics 

Detections of wire cross, regional invasion, scene 
change, defocus, low brightness, high brightness, 
video loss, color cast, camera tampering 

  

Network Protocols IPv4/IPv6, TCP, UDP, IGMP, ICMP, IGMPv2/3, 
DHCP, SNMP, FTP, SMTP, NTP, RTC, RTP, RTSP, 
RTCP, 
HTTP, HTTPS, SSL, 802.1x, QoS, PPPoE, DNS, 
DDNS, ARP, UPnP, IP Filter, TLS, DES, Multicast 

  

Power Supply PoE (IEEE 802.3af) / 12VDC (±20%) / 24VAC 
(±25%) 
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Power 
Consumption 

<13W   

Environmental 
support 

-4°F ~ 140°F (-20°C ~ 60°C), IP67   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern 
University, Sri Lanka. Bidder must take 
responsibility for CCTV Camera system should 
work ZERO downtime and ERRORS.    

  

Experience and 
Technical Support 

Experience for at least three years with above-
quoted brand sales. Bidder must submit evidence 
for the sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's 
authorization certificate/letter for quoted Camera 
brand direct from Manufacture 

  

Customer Service 
and Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended 
must be NEXT BUSINESS DAY 

  

Warranty & Service 

�x Three-year comprehensive warranty or 
higher  (Please Specify) 

�x During the warranty period, All defective 
parts should be replaced free of charge 

�x Provide maintenance and troubleshooting 
for the camera system during the warranty 
period with free of charge 
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Annexure 15  
8-Channel-Network Video Recorder (NVR)  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  

Make (Please Specify)  
Camera and NVR must be same in brand 

  

Model (Please Specify)   

Country of Origin  (Please Specify)   

Manufacturer 
Should be ISO 9001 
certified 

Certificate should attached   

Compatibility Should be compatible with proposed cameras 
model. 

  

Incoming Bandwidth 64 Mbps or higher (Please Specify)   

Outgoing Bandwidth 32 Mbps or higher (Please Specify)   

IPC Input 8CH   

Audio In 1CH, RCA (Line out, 2Vp-p, 300ohms)   

VGA 1CH, 1920×1080, 1280×1024, 1280×720, 
1024×768 

  

HDMI Standard 1.4a, 3840×2160, 1920×1080, 
1280×1024, 1280×720, 1024×768 

  

Audio Output 1CH, RCA (Line out, 2Vpp, 300ohms)   

IP channel 
Resolution 

Main stream 3200x2400 or higher (Please Specify)   

Video Decoding H.265 (Main Profile@Level5.0) / H.264 (High 
Profile@Level5.1) 

  

Support 
Synchronous 
Playback 

8CH   

Support Decoding 
Ability  

8CH 720P@25FPS or higher (Please Specify) 
OR 4CH 1080P@25FPS or higher(Please Specify) 

  

Bidirectional Talk Two-way voice intercom function   

SATA interfaces 2 SATA Interfaces or higher (Please Specify)   

Hard disk required 2 X 4 TB or higher (Please Specify)   

Network Interface 1 RJ45 10M/100M/1000M self-adaptive Ethernet 
interface 

  

USB Interface 2 USB2.0/3.0 Interfaces or higher (Please Specify)   

Port 1 Half-duplex RS-485 interface   

Working 
Temperature 

-10°C~+55°C   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern 
University, Sri Lanka. Bidder must take 
responsibility of CCTV Camera system should work 
ZERO downtime and ERRORS.    

  

Experience and 
Technical Support 

Experience for at least three years with above-
quoted brand sales. Bidder must submit evidence 
for the sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's authorization 
certificate/letter for quoted NVR brand direct from 
Manufacture 
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Customer Service 
and Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended must 
be NEXT BUSINESS DAY 

  

Warranty & Service 

�x Three-year comprehensive warranty or 
higher  (Please Specify) 

�x During the warranty period, All defective 
parts should be replaced free of charge 

�x Provide maintenance and troubleshooting 
for the camera system during the warranty 
period with free of charge 

  

 
 

Annexure 16  
16-Channel-Network Video Recorder (NVR)  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  

Make (Please Specify)  
Camera and NVR must be same in brand 

  

Model (Please Specify)   

Country of Origin (Please Specify)   

Manufacturer Should 
be ISO 9001 certified 

Certificate should attached   

Compatibility Should be compatible with proposed cameras 
model. 

  

Incoming Bandwidth 128Mbps or higher (Please Specify)   

Outgoing Bandwidth 128Mbps or higher (Please Specify)   

IPC Input 16CH   

Audio In 1CH, RCA (Line out, 2Vp-p, 300ohms)   

VGA 1CH, 1920×1080, 1280×1024, 1280×720, 
1024×768 

  

HDMI Standard 1.4a, 3840×2160, 1920×1080, 
1280×1024, 1280×720, 1024×768 

  

Audio Output 1CH, RCA (Line out, 2Vpp, 300ohms)   

IP channel Resolution Main stream 3200x2400 or higher (Please Specify)   

Video Decoding H.265 (Main Profile@Level5.0) / H.264 (High 
Profile@Level5.1) 

  

Support Synchronous 
Playback 

16CH   

Support Decoding 
Ability  

16CH 1080P@25FPS or higher(Please Specify)   

Bidirectional Talk Two-way voice intercom function   

SATA 8 SATA Interfaces or higher (Please Specify)   

Hard disk required 8 X 4 TB or higher (Please Specify)   

Network Interface 2 X RJ45 10M/100M/1000M self-adaptive 
Ethernet interface 

  

USB Interface 2 USB2.0/3.0 Interfaces or higher (Please Specify)   

Port 1 RS-232 interface OR RS-485 interface (Please 
Specify) 

  

Working Temperature 0°C~+55°C   



84 
 

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern 
University, Sri Lanka. Bidder must take 
responsibility for CCTV Camera system should 
work ZERO downtime and ERRORS.    

  

Experience and 
Technical Support 

Experience for at least three years with above-
quoted brand sales. Bidder must submit evidence 
for the sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's 
authorization certificate/letter for quoted NVR 
brand direct from Manufacture 

  

Customer Service and 
Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended 
must be NEXT BUSINESS DAY 

  

Warranty & Service 

�x Three-year comprehensive warranty or 
higher  (Please Specify) 

�x During the warranty period, All defective 
parts should be replaced free of charge 

�x Provide maintenance and troubleshooting 
for the camera system during the warranty 
period with free of charge 

  

 
 
Annexure 17  
64-Channel-Network Video Recorder (NVR)  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  

Make (Please Specify)  
Camera and NVR must be same in brand 

  

Model (Please Specify)   

Country of Origin  (Please Specify)   

Manufacturer Should 
be ISO 9001 certified 

Certificate should attached   

Compatibility Should be compatible with proposed cameras 
model. 

  

Incoming Bandwidth 224 Mbps or higher (Please Specify)   

Outgoing Bandwidth 224 Mbps or higher (Please Specify)   

IPC Input 64CH   

Audio In 1CH, RCA (Line out, 2Vp-p, 300ohms)   

VGA 1CH, 1920×1080, 1280×1024, 1280×720, 
1024×768 

  

HDMI Standard 1.4a, 3840×2160, 1920×1080, 
1280×1024, 1280×720, 1024×768 

  

Audio Output 1CH, RCA (Line out, 2Vpp, 300ohms)   

IP channel Resolution Main stream 3200x2400 or higher (Please Specify)   

Support Video 
Decoding 

MPEG-4 / H.264 (High Profile@Level5.0)   

Support Synchronous 
Playback 

16CH   

Decoding Ability 16CH 1080P@25FPS or higher(Please Specify)   

Bidirectional Talk Two-way voice intercom function   
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SATA interface 16 SATA Interfaces or higher (Please Specify)   

Hard disk required 16 X 4 TB or higher (Please Specify)   

Network Interface 2 X RJ45 10M/100M/1000M self -adaptive 
Ethernet interface 

  

USB Interface 2 USB2.0/3.0 Interfaces or higher (Please Specify)   

Port 1 RS-232 interface OR RS-485 interface (Please 
Specify) 

  

Working Temperature 0°C~+55°C   

Installation and 
configuration 

Installation and configuration should be done 
according to the requirements of Eastern 
University, Sri Lanka. Bidder must take 
responsibility for CCTV Camera system should 
work ZERO downtime and ERRORS.    

  

Experience and 
Technical Support 

Experience for at least three years with above-
quoted brand sales. Bidder must submit evidence 
for the sales. 

  

Manufacturer's 
authorization 
certificate 

Bidder should submit Manufacturer's 
authorization certificate/letter for quoted NVR 
brand direct from Manufacture 

  

Customer Service and 
Support 

Support must be 24x7x365 bidder should mention 
their hotline to support. Break down attended 
must be NEXT BUSINESS DAY 

  

Warranty & Service 

�x Three-year comprehensive warranty or 
higher  (Please Specify) 

�x During the warranty period, All defective 
parts should be replaced free of charge 

�x Provide maintenance and troubleshooting 
for the camera system during the warranty 
period with  free of charge 

  

 
 
Annexure 18  
Surge Protector  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Make (Please Specify)   

Model  (Please Specify)   

Country of Origin (Please Specify)   

Connection Type    

Connection Method should be RJ45   

Connection Type IN should be RJ45   

Connection Type OUT should be RJ45   

General Specification    

Housing material should be Zinc die-cast based   

Should consist of a connection-specific attachment plug and DIN rail 
mounting 

  

Number of positions should be at least 8   

Line-Line & Line-Ground/shield should be available   

Protective Circuit    
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Continuous voltage UC(wire-wire) less than 3.3 V DC   

Continuous voltage UC(wire-ground) less than 180 V DC   

Residual current less than 8µA   

All surge protectors must be securely grounded to a dedicated earth 
point 

  

 
 

Annexure 19  
Display  

Item Description  Detail Specification  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
Make (Please Specify)    

Model (Please Specify)   

Country of Origin  (Please Specify)   

Screen Size 42"-44"   

Aspect Ratio 16:9   

Resolution 1920×1080 (FHD)   

Backlight LED   

Brightness/Luminance 300 cd/
M or higher   

Contrast 1200:1   

Response time 10ms or lower   

Input  VGA(D-Sub)×1, HDMI×1   

wall hanging Mount 
brackets and accessories 

Required   

HDMI Cable 12-15 meter male to female cable required   

Warranty One year comprehensive warranty or higher  
(Please Specify) 
During the warranty period All defective 
parts should be replaced free of charge 

  

Installation and 
configuration 

Installation and mounting  should be done 
according to the requirements of Eastern 
University, Sri Lanka 

  

 
  



87 
 

Annexure 20  
Outdoor Pole with outdoor box  

Item Description  
Bidder 

Response 
(Y/N)  

If "N" 
comment(s) 

on offer  
General Specification    

All outdoor poles to be 2" GI type and be painted   

All outdoor poles to be earthed using a dedicated earth rod   

Outdoor cameras should be accommodated with IP-67 or higher 
rated outdoor enclosures which is to be installed on to the 
outdoor pole 

  

PoE surge protector should be securely mounted in the outdoor 
box 

  

All devices which are installed in the outdoor box should be 
securely grounded separately to the outdoor pole 

  

Earth Rod Specification    

Copper bond earth rod with low carbon, high tensile strength(at 
least 500n/mm2 minimum)  

  

Should consist of a steel core with a coating of molecular bonded 
pure electrolytic copper 

  

Copper thickness 250 microns or higher   

Rod nominal diameter 200mm or higher   

Length should be 1100mm-1200mm    

Standard compliance BS EN 50164-2 and  BS 7430   

IP 65 rated outdoor box specification    

Should be manufactured with polycarbonate or similar harsh 
environmental condition with standing material 

  

Should be IP 65 rated details of the certifications to be provided   

Should consist of a lock and key   

Should consist of a wooden mounting plate   

Should consist of 2 Nos of stainless steel pole mounting brackets   

Outdoor box should be to house the surge protector and the 
related network accessories 

  

All pole mounted outdoor boxes should contain the engraving 
:Surge Protector" with an appropriate industrial standard symbol 
and color, these to be printed with UV resistant ink or printing 
technologies 

  

All incoming and outgoing cables should be routed via BS EN IEC 
60529 certified, corrosion resistant and IP 68 rated non-metallic 
conduits using connectors with integral sealing capabilities. High 
level details of the same should be provided. 
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Section VII. Contract Data  
 

The following Contract Data shall supplement and / or amend the Conditions of Contract 
(CC). Whenever there is a conflict, the provisions herein shall prevail over those in the CC. 
 
CC 1.1(i) The Purchaser is: Eastern University, Sri Lanka (EUSL) 

 
CC 1.1 (m) The Project Site(s)/Final Destination(s) is/are: Vice Chancellor, Eastern 

University, Sri Lanka, Vantharamoolai, Chenkalady. 
CC 8.1 �	�‘�”���•�‘�–�‹�…�‡�•�á���–�Š�‡�����—�”�…�Š�ƒ�•�‡�”�ï�•���ƒ�†�†�”�‡�•�•���•�Š�ƒ�Ž�Ž���„�‡�ã 

Attention : Senior Assistant Registrar 
Vice Chancellor 

Eastern University, Sri Lanka 
Vantharumoolai 

Chenkalady 
Tel. 0652240589 
Fax. 0652240585 

CC 12.1 Details of Shipping and other Documents to be furnished by the Supplier are 
�� not applicable 
 

CC 15.1 CC 15.1�� The method and conditions of payment to be made to the 
Supplier under this Contract shall be as follows: 
 
A: For Goods offered within Sri Lanka Payment shall be made in Sri Lanka 
Rupees within thirty (30) days of presentation of claim supported by a 
certificate from the Purchaser declaring that the Goods have been delivered, 
Installed and properly Commissioning with the appraisal report of end 
users. 

CC 17.1 A Performance Security 10 % of the awarding price be required valid for 
period of for thirty day after the date of final Commissioning. 

CC 25.1 The inspection and test shall be required on all component & services 
includes use acceptance test at the  premises of the EUSL 

CC 25.2 The inspection & Test shall be conducted a team appointed by the EUSL 
CC 26.1 The liquidated damage shall be 0.5% per week from the Contract Price 

 
CC 26.1 The maximum amount of liquidated damages shall be 10 % 

 
 
 

 

 


